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How to use this manual

General

You must read this manual before you operate or do work on the machine.

If more assistance is necessary, you should speak to your AGCO dealer.
This manual is only applicable to the models specified in the build of material.

Special tools

If it is necessary to use a special tool in a procedure, the tool identification is specified in the procedure.

Illustrations

The illustrations do not always show the same machine specification or machine configuration. The
procedure is the same unless the instruction tells you differently.

Safety icons
NOTE: The use of the signal words DANGER, WARNING and CAUTION with the safety messages

The signal word for each message will use the structure that follows:

DANGER: Danger
Shows data on a possible hazard that if you do not prevent death or injury will occur.

WARNING: Warning
Shows data on a possible hazard that if you do not prevent death or injury will occur, these
will include hazards that occur when guards are not in position.

CAUTION: Caution
Shows data on a possible hazard that if you do not prevent can cause small or moderate
injury or component or property damage.

Find more resources by scanning the QR code below.

Fig. 1
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1.1  Operation
On the AGCO ACCESS portal you can find many useful resources in how to use the system.

By scanning the QR code below you will get directly access to resources including videos showing how to
operate and adjust the system.

Fig. 1
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1.2 Quick Guide

The short pipes should be placed on the feeder house during transport mode and when picking up the
header and connecting the PTO.

HVPIN0110023801
Fig. 2
After the header is attached lift the short pipes from the feeder house.
10 IDEAL Air Blaster
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Fig. 3
Place the short pipes on the header, example like in the picture below.

Fig. 4
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1.3 How to utilize the Control Unit

The control unit consists of a push button, a switch and a bulb, as seen in the figure below.

The push button is used for manual releasing air. When the switch is on “Auto” the green bulb lights up and
air will be released with a fix time interval.

HVPIN0110024101

Fig. 5
(1) Push Button — Releases air once (3) Bulb — Lights on when switch is on.

(2) Switch — If on “Auto”, air is released with
a time interval.

persons are close to the feeder house. Sudden release of pressurized air can result in dust

CAUTION: Make sure the Air Blaster is NOT in Auto mode when leaving the cabin or when
in eyes and loud sounds. Wear ear and eye production.

Release of pressurized air can result in dust in eyes and loud sounds. Wear ear and eye

CAUTION: Never activate the push button when bystanders are close to the feeder house.
production.

12 IDEAL Air Blaster
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2.1 Installation

Please refer to the installation video instructions that is provided on the AGCO ACCESS portal. Scan the QR
code to get direct access to the video:

Always make sure that the machine engine is turned
off when installing the system.

DANGER: Body Crush

A The machines engine must be shut off
and feeder house lowered when
installing the system to avoid any
crushing of humans. Lifting or lowering
the feeder house during installation can

cause fatal injury or death.

DANGER: Tripping Hazard
Be careful lifting your feet while working

on the feeder house. The installed hoses
and pipes can cause a tripping hazard.

Fig. 1
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2.2 How to connect the wiring harness to the valve connector
Follow these steps to connect the wiring harness to the valve connector:

Procedure

1. Pass the end of the wire with the loose ends through the grommet and the plastic cap.

® -

HVPIN0110024201

Fig. 2
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2. Connect the positive wire to terminal 1. Connect the ground wire to terminal 2.

HVPIN0110024301

Fig. 3

3. Reassemble everything. Make sure to include the screw and sealing.

HVPIN0110024401

Fig. 4

IDEAL Air Blaster
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2.3 Fitting for the air tank
Make sure to add this fitting (ACX4979990) to the air tank.

HVPIN0110024501

Fig. 5
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2.4 Safety Stickers

Don’t forget to place the stickers from the kit on your combine and your feeder house to keep you and your

staff safe.

MNCAUTION

ANCAUTION

Safety Hearing
glasses protection
> recommended
required
HVPIN0110024601
Fig. 6
IDEAL Air Blaster 19
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2.5 Special instructions for Dust Ejector feeder houses

If you have an IDEAL combine with a dust ejector on top of the feeder house (from MY 2025), a few
modifications must be done. Follow these steps.

Procedure

1.  Cut 540 mm (21.3 in) off the long air pipe (ACX4718160).

« 540 mm >

HVPIN0110024701

Fig. 7

2. Cut540 mm (21.3in) off the long pipe cover (part ACX4716730) as shown in the picture. After cutting,
smooth any sharp edges for safety. Paint the cut area to prevent rust.

HVPIN0110024801

Fig. 8
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2.6 Fault Finding

2.6.1 The system is not operating when activating

Check connector is in cigarette plug

If no: Put it into one of the four cigarette plugs behind operator seat.

If Yes: Check the status lamps on control box. Push manual button and check if the red light will be
activated.

If light is not activated:

Chek fuse F3, F4, F5, F6 (10 Amp)(Under armrest)

K4 KA1 K10 K21 K20 K23 K22
[ l 1| |- 1T 1 ‘ . T ] ‘ ) IRl ]
F3 F2 F1 F12 F11 Fe1 F19 F20 F69 F23 F68 F22
g
@ | Il Ipoo Fst Fsa Fso F51F32  FeO _ Fes
e Fsope LILILIL JL L
g F29 F28 F26 F25 F24 F64 F18 F17 F76
@Hw . I Y I | JL JL
o ||
F75 F74 F30 F15 F63 F9 Fi16 F&7 F&6 F&5

|
=1
II
L

F14 F13 F62 F61 F8 F7 F73 FT7 F72 F67 F71 F66 F70 F65

|
=

]

]

&1 F7 F73 F72 F71 F70

HVPIN0110024901

Fig. 9
Chek connector is plugged into control box.

Check wire between box and cigarette plug for damage.

If light is activated:

Turn of combine, and then turn on ignition. Push red button, when pushing red button, you can hear if the
valve on air tank is opening or not (It will make a click sound). If you are in doubt, ask someone to stand next
to valve and listen.

If it doesn’t click:

Check connection between box and valve. If connection/wire is not damaged, solenoid or PCB might be
broken.

If it clicks:

If it clicks, your electronics might be okay, see next capture for fault-finding on-air system.

IDEAL Air Blaster 21
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2.6.2 No air is coming out when activating

Make sure electronics for system is not damaged. See capture before about electronics
Start on the combine and let it run for 2 minutes.

Check air is coming out of pipes.

If no:
Check air hose to air tank is connected right.

If air hose to air tank is connected right, you might have a fault on your combine compressor/air system.
Contact you dealer to get problem solved.

2.6.3 Leaking and Low pressure

Start up combine and let it be running for 2 minutes. After 2 minutes, turn of the combine again. Bring a spray
with soap water to identify leaking. First, listen around all air connections, plugs, and valve. You can easily
hear if there is a leak. To make sure all connections is tight, spray soap water on connections. If it starts
making bubbles, there is a leak. If all components/connections are tight, it might be somewhere else at your
combine it’s leaking.

If there is a leaking issue where the to-connector is connected to the air hose underneath the ladder, please
add a groom like shown below. Contact your dealer to get one for hose size Yz inch.

HVPIN0110025001

Fig. 10
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3.1 After Season

Drain the air tank for water before storing the machine after season

IDEAL Air Blaster
ACX5606620
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3.2 Cleaning windows

When walking on the feeder house while cleaning windows or other maintenance of the combine, please be
careful as hoses and pipes can cause tripping hazard. Always be careful when climbing on a combine, as
dust can cause surfaces to be slippery.

DANGER: Tripping Hazard
Be careful lifting your feeds while working on the feeder house. The installed hoses and

pipes can cause a tripping hazard.

26 IDEAL Air Blaster
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3.3 Attaching or Detaching Headers

Be careful when attaching headers and detaching headers. The Auto function should always be off when
operating near the feeder house.

When placing the extension pipes at the header make sure the machines engine is turned off and that the
header is in complete standstill. Work near a moving header can cause body crush.

CAUTION: Make sure the Air Blaster is NOT in Auto mode when leaving the cabin or when
persons are close to the feeder house. Sudden release of pressurized air can result in dust
in eyes and loud sounds. Wear ear and eye production.

Release of pressurized air can result in dust in eyes and loud sounds. Wear ear and eye

CAUTION: Never activate the push button when bystanders are close to the feeder house.
production.

the system to avoid any crushing of humans. Lifting or lowering the feeder house during

DANGER: The machines engine must be shut off and feeder house lowered when installing
installation can cause fatal injury or death.

IDEAL Air Blaster 27
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4.1 Safety Instructions

Please pay attention to the following instructions before installing and utilizing the system:

When installing the system, make sure machine engine is shut off and the feeder house is lowered to
the ground.

Be careful walking on top of the feeder house. The hoses and pipes can cause a risk of tripping. Please
watch your step carefully.

When operating near the feeder house, always make sure that the Auto function is off to avoid the
system to release air unintended.

Never push the manual button when bystanders are near the feeder house. Loud sounds can cause
long term damage. Dush can cause short term damage.

CAUTION: Make sure the Air Blaster is NOT in Auto mode when leaving the cabin or when
persons are close to the feeder house. Sudden release of pressurized air can result in dust
in eyes and loud sounds. Wear ear and eye production.

CAUTION: Never activate the push button when bystanders are close to the feeder house.
Release of pressurized air can result in dust in eyes and loud sounds. Wear ear and eye
production.

the system to avoid any crushing of humans. Lifting or lowering the feeder house during
installation can cause fatal injury or death.

DANGER: Be careful lifting your feet while working on the feeder house. The installed
hoses and pipes can cause a tripping hazard.

n DANGER: The machines engine must be shut off and feeder house lowered when installing

IDEAL Air Blaster 31
ACX5606620



4 Safety

,//AAGCD

Your Agriculture Company

32

IDEAL Air Blaster
ACX5606620



,//AAGCD

Your Agriculture Company

Table of contents

5.1 Waste disposal

5 Waste disposal

IDEAL Air Blaster
ACX5606620

33



Table of contents

,//AAGCD

Your Agriculture Company

34

IDEAL Air Blaster
ACX5606620



,//AAGCD

Your Agriculture Company

5 Waste disposal

5.1 Waste disposal

Incorrect disposal of waste can cause pollution to the
environment. Some examples of dangerous waste
materials include oil, fuel, coolant, battery chemicals
and air-conditioning refrigerant.

. Only use an approved container to collect the
waste material. Always seal the container after
you drain the fluids

J Do not drain or spill waste on the ground, down
a water drainage system or into water sources.

. Obey pollution laws

. Speak with the local authorities on the correct
procedure to discard of the waste.

HVJUK0110016201

The control elements of the IDEAL Air Blaster system  Fig- 1

contain special materials and alloys. Please make sure that all disposal of the components is considered as

electric waste.

IDEAL Air Blaster
ACX5606620
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